
Type - 0003G filters

† Please state optionA O/AA/A X/A CS�0003G includes manual or constant bleed drain valveA R/AA R�0003G includes manual drain valve
ENGINEERING YOUR SUCCESS.

OIL-XplusPa rt ic le Re mova l Dow nto : A O AA AX A CS A R1 mic ro n 0 .0 1 mic ro n <0 .0 1 mic ro n N/A 1 mic ro nMax. Remaining Oil Content 0.5 ppm 0.01 ppm 0.001 ppm <0.003 ppm N/Aat 21°C (70°F) (0.6 mg/m3) (0.01 mg/m3) (0.003 mg/m3) (0.003 mg/m3)Max. Operating Pressure 10.5 bar g 10.5 bar g 10.5 bar g 10.5 bar g 10.5 bar g(145 psi g) (145 psi g) (145 psi g) (145 psi g) (145 psi g)Max. Recommended 50°C 50°C 50°C 30°C 50°COperating Temperature (122°F) (122°F) (122°F) (86°F) (122°F)Min. Recommended 1.5°C 1.5°C 1.5°C 1.5°C 1.5°COperating Temperature (35°F) (35°F) (35°F) (35°F) (35°F)Initial Pressure 70 mbar 100 mbar 200 mbar 70 mbar 70 mbarDiif erential (approx.) (1.0 psi) (1.5 psi) (3.0 psi) (1.0 psi) (1.0 psi)Recommended Pressure 350 mbar 350 mbar 700 mbar N/A 350 mbarDiff erential For (5.0 psi) (5.0 psi) (10.0 psi) (5.0 psi)Element ChangeFI LTER TYPE PIPE F LOW RATE AT MAX. PRESSURE E LEMENTCODECONN.† L/s cfm m3/hrA 0� 0003G 8mm 3 6 11G1�4AA� 0003G 8mm 3 6 11G1�4AX� 0003G 8mm 3 6 11G1�4A CS� 0003G 8mm 3 6 11G1�4A R� 0003G 8mm 3 6 11G1�4
K003A OK003AAK003AXK003A CSK003A OWeight0 .1 Kg (0 .2 lb) CLEARANCE TOCHANGE ELEMENT58 mm (2.3") 89 mm(3.5")45 mm(1.8")

Dimensions


